
MX-1 Ultimate Upgrade Kit
Install Instruction Sheet

STEP 3

STEP 1

STEP 2

MX-1 Cheek Rest
FITS on MX-1 Stock

Place over MX-1 Stock arm matching holes on both stock and cheek rest.

Use provided Allen key to screw A bolt through the holes into a nut on the back end.

Repeat step 2 with 2nd bolt until both bolts secure cheek rest onto MX-1 stock.

FITS on M-Lok Products

Flashlight & M-Lok Mount

Attach Mount: Place the M-LOK mount in your 
chosen slot and tighten the M-LOK screws. Do not 
over-tighten.

Insert Flashlight : Slide the flashlight in rear first and push down until 
secure.

Clamp Direction: INSTALL THE CLAMP FACING FORWARD. IT WILL NOT SIT FLAT ON 
THE FLASHLIGHT IF IT IS IN THE WRONG DIRECTION.

Attach Clamp: Use the included M2 Allen key to tighten the clamp over the 
flashlight, securing it to the M-LOK mount.

Step 1

Step 3

Step 2

nato /  p icat inny  ra il  compatible

Install the correct magazine shim into the grip:
The locking tab/lever should face the bottom of the grip.
You are only able to insert the shim in the correct direction according to the slots on the shim. 

Attach to Picatinny Rail:
Press the top button, slide it onto the rail, and release to lock.

Insert/Release Magazine:
Press the bottom button to release the magazine.

Step 2

Step 3

Step 4

Forward Spare Magazine Glock Grip

9mm & .40 double stack Glock 43 Glock 43X & 48

10mm & .45 double-stack

No Shim Needed

Select the correct Magazine Shim for your setup:Step 1

Step 4
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